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 Thank you for downloading the 
 Crestron Home™ Driver. 

 If you have any questions don’t hesitate 
 to contact us, we are happy to help. 

 Contact us 
 drivers@digitalautomation.us 

 Visit us 
 www.digitalautomation.us 

 1 

mailto:drivers@digitalautomation.us
http://www.digitalautomation.us/


 Index 

 Sonance - Driver Summary  3 

 Sonance Setup  4 

 How to Sideload the driver to Crestron Home™  8 

 Setup Instructions  9 

 Source Route Instructions  14 

 Release notes  19 

 2 



 Driver Summary 

 This  Sonance  DSP  Amplifier  driver  manages  the  communication  to  the  amplifier  via 
 TCP/IP.  You  will  be  able  to  assign  existing  sources  to  the  AV  inputs  and  existing  room 
 to  the  outputs.  The  Crestron  Home™  (CH)  framework  will  automatically  switch  the 
 sources  to  the  corresponding  area  upon  request  based  on  the  assignment 
 configuration. 

 Supported Features: 

 Disconnect 
 Reconnect 
 Feedback 
 SetAudioInputSource 
 AudioInputFeedback 
 WarmUpTime 
 CoolDownTime 
 ChangeVolume 
 DiscreteMute 
 DiscretePower 
 SetVolume 
 Maximum Volume Limit 

 Supported Models: 

 ●  DSP 2-150 MKII 
 ●  DSP 2-750 MKII 
 ●  DSP 8-130 MKII 

 This driver comes with a 2-hour trial license. You can purchase a full license at 
 https://digitalautomation.us/product/sonance-dsp-amplifier-crestron-home-driver 
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 Sonance DSP Setup 

 Access the Advanced Setup on the Sonance DSP web interface 

 Set the DHCP Off In General Settings 
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 A static IP address or a router MAC reservation will be needed to have reliable control 
 over the Sonance DSP. 

 Auto On and Sleep Mode 

 Select  the  appropriate  configuration  for  the  project.  It  is  recommended  to  avoid 
 setting  the  “Auto  On”  to  “Audio”  mode.  This  option  will  turn  on  the  Sonance  DSP 
 when  an  audio  signal  is  detected.  This  might  interfere  with  the  CH  driver  control  over 
 the Sonance DSP. 
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 For more information please reference the values shown in the following table* 
 *  Sonance DSP2-750MKII Manual 

 Setting Output Groups 

 Select the ‘IN/OUT Settings” tab 

 You  will  need  to  add  each  output  to  a  group  letter.  The  CH  driver  will  command  the 
 Sonance groups instead of the Sonance outputs directly. 
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 For  example,  if  output  number  1  was  assigned  to  group  B,  then  it  will  be  controlled 
 when  the  CH  driver  commands  group  B.  If  multiple  outputs  are  assigned  to  the 
 same group, then they will be controlled simultaneously. 
 The  Sonance  groups  will  be  displayed  as  Room  Audio  1,  Room  Audio  2,  Room  Audio 
 3,  etc.  The  driver  follows  the  groups  in  alphabetical  order  where  Room  Audio  1 
 corresponds  to  group  A,  Room  Audio  2  to  group  B,  Room  Audio  3  corresponds  to 
 group C, etc. 

 7 



 How to Sideload the driver to Crestron Home™ 

 First,  check  the  Setup  Instructions  to  see  if  this  step  is  required  as  the  Driver  may 
 already  be  pre-installed  in  the  CH  Setup  app.  If  it  is  not  listed,  before  beginning  the 
 Crestron  Home™  (CH)  configuration,  the  DA  driver  needs  to  be  sideloaded  to  the  CH 
 processor.  CH  enforces  security,  so  you  will  need  to  enter  the  username  and 
 password in order to browse the internal flash. 

 Once  you’ve  downloaded  the  *.pkg  files  to  your  computer,  launch  the  file  browser 
 and  connect  to  your  processor.  Using  Toolbox  or  your  preferred  FTP  file  manager, 
 transfer the pkg files to the processor. 

 On the processor navigate to the “Import” folder. 

 Internal Flash -> User -> ThirdPartyDrivers -> Import 

 Transfer  the  file  from  your  computer  to  the  Crestron™  processor,  CH  will 
 automatically  import  the  driver.  Setting  up  the  driver  will  then  be  available  through 
 the Crestron Home™  configuration app. 

 Note  : For more details on installing or updating the  driver follow the instructions on 
 https://support.crestron.com/app/answers/detail/a_id/1000526 
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 Setup Instructions 

 1 - Launch the Crestron Home™ Setup app. 

 2 - Select “  Step 2 - Pair Devices  ”. 
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 3 - Select “  Drivers  ”. 

 4 - Select “  AV Switcher  ”. 
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 5  -  “  Sonance  ”  should  now  be  an  option,  select  “  Sonance  ”  and  select  the  desired 
 room under the Select a room selection  . 

 6 - Add an option from the Sonance Driver by clicking the “  +  ” button. 
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 7  -  You  will  be  prompted  to  enter  a  descriptive  name  for  the  Sonance  DSP  amplifier. 
 Also,  you  will  need  to  enter  an  IP  Address/Host  Name.  The  IP  Port  should  be  kept  as 
 52000.  Press  “O.K”  to  continue  to  the  next  step.  Requires  Authentication  must 
 remain unchecked. 

 8 - This driver comes with a default 2-hour trial license key. Please visit the Digital 
 Automation website, www.digitalautomation.us, to purchase a license. 
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 Maximum Volume Level 

 Each output provides the option to set the maximum volume level. The valid values 
 range from -70 to 12 dB. No decimals, units, nor letters are allowed. Out of range 
 values or invalid characters default the maximum value to 12 dB. 
 When Crestron commands the amplifier, the maximum volume values set on the 
 driver will take priority over the maximum levels set on the Sonance DSP amplifier 
 web interface. 
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 Source Route Instructions 

 Once you have entered all the information, go to “Source Routes” and select the room 
 where the driver is installed. 

 Select “Sonance” from the options on the room’s dropdown list. 
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 Assign the inputs according to the sources landed on the Sonance DSP Amp, and 
 assign rooms to the Room Audio that correspond to the Sonance DSP Amp Groups. 
 Where Room Audio 1 corresponds to Sonance group A, Room Audio 2 to Sonance 
 group B, Room Audio 3 corresponds to Sonance group C, etc. 
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 Once  the  driver  inputs  and  outputs  are  assigned,  go  to  “Preferred  Routing”  and  ensure 
 the audio is set to be routed by Sonance. 
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 Turn On Volume 

 After completing the routing configuration, it’s time to set up the room turn on volume. 
 First, go to Customize Actions & Events. 

 Then, Select the room and Media Zone Events. 
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 Select “  Media Zone On  ” on the left column. Choose “  Sequence”  and “  Media 
 Operations”  in the middle column. Add a 1-second delay  and a “Set Volume” from the 
 Media Operation selection to the sequence. Enter the turn on room volume level (In %) in 
 the dialog box that will appear when adding the Set Volume option. 

 After  setting  the  start-up  volume  on  CH,  go  to  the  Sonance  configuration  page  and 
 set  the  startup  volume  to  the  lowest  level  possible,  in  this  example,  -70.  The  intent  is 
 to  have  CH  be  the  single  point  of  control  and  to  avoid  any  jumps  in  volume  level 
 when the room is turned on. 
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 Release Notes 

 Version 1.0.0 - Initial release 
 ●  Controls a Sonance DSP Amplifier. 

 Version 1.1.0 
 ●  Fixed volume ramping from a handheld UI. 
 ●  Removed feedback polling. 

 Version 1.2.0 
 ●  Added feature to set the maximum volume level per output. 

 Version 1.3.0 
 ●  Updated connectors for inputs and outputs to be generic. 

 System Requirements 

 ●  HomeOS 3.006.0132 
 ●  iOS Home App v 1.12.11 
 ●  Android Home App v 1.9.2 

 Notes 

 ●  Not guaranteed to work with any beta software release from Crestron™ 
 ●  Built using driver SDK version 8.00.0012 
 ●  Tested on a CP4-R 
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 All product names, logos, brands, trademarks, and registered trademarks are the property of 
 their respective owners. All company, product, and service names used in this manual are for 

 identification purposes only. Use of these names, trademarks, and brands do not imply 
 endorsement. 
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